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CZ500 Technical Data   
Weight    690 kg - 810 kg
Voltage    400 V 3 phase (option 230 V 3 phase)
Motor power (3 phase)    9,2 kW / 12,5 hp (S6)

Dust extraction outlets    120 mm in frame + 100 mm in overhanging sawguard

Saw  
Saw blade rotation speed    3000 / 4000 / 5000 RPM
Diameter saw blade and bore    300 - 500 mm, 30 mm
Sawblade tilting    90° - 45°
Cutting depth at 90° / 45°    175 mm / 120 mm
Cutting width parallel fence, version CZ500 M, CZ500 EL    700 mm (option 1000/1350 mm)
Cutting width parallel fence, version CZ500 X1, CZ500 X3    830 mm (option 1250 mm)
Cutting length    1600 mm (option 2500 mm)
Dimensions cast iron table    985 mm x 710 mm
Dimensions sliding table    1595 mm (option 2200 mm) x 420 mm 
Dimensions cross-cut table    970 mm x 540 mm
Length of swiveling cross-cut fence    1565 mm (telescopic 2550 mm)

Scoring unit 
Diameter scoring blade and bore    120 mm, 20 mm
Cutting depth with 120 mm diameter blade    3,5 mm  
Scoring blade rotation speed    8200 RPM
Scoring saw motor power    1,3 kW / 2 hp (S6)

CZ500 with options


